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Mine-to-Mill Optimization

Benefits for Our Industry and Our
Nation

• Increases throughput by 10%.
• Reduces excess fines that result

from crushing operations.
• Reduces energy consumption by

10% in mine-to-mill activities.
• Reduces greenhouse emissions

by reducing use of explosives.

Applications in Our Nation’s
Industry

The aggregates industry, representing
the largest segment of the U.S.
mining industry, will benefit the most
from mine-to-mill technology, focusing
on particle size control rather than
particle size reduction.  Optimization
of all size reduction operations could
also reduce explosive use in mining
industry operations, resulting in a
reduction in greenhouse emissions
from blasting.

Using Mine-to-Mill Technology to
Optimize Crushed Stone Production

Historically, the production of a mineral
commodity has been perceived as two
distinct stages: 1) mining to extract the
commodity from the ground, and 2)
processing to convert it into a marketable
end-product.  However, mining and
processing are intimately linked, particularly
when reducing particle size.  Without
considering the entire system, optimizing
each stage separately often misses economic
and energy-saving opportunities.

Mine-to-mill technology takes the entire
system into account, from the blasting
process to the comminution circuit.  This
optimization provides a complete
fragmentation and size reduction solution to
maximize benefit.  The aggregates industry
will serve as a test candidate to develop this
system.  The primary focus will be on the
reduction of energy consumption in the
aggregate production process.

Researchers at Virginia Polytechnic Institute
and State University, along with their project
partners, are looking at mine-to-mill
technology to effectively optimize the
production of crushed stone.  A general
purpose blasting simulation package
(JKSimBlast) will be used to evaluate blasting
performance.  Blasts can be analyzed and
evaluated for energy, scatter, vibration,
fragmentation, damage and cost.  The
JKSimBlast package incorporates an
explosive selection tool containing
fragmentation and muckpile shape prediction
models.  The models predict the size
distribution from different blast designs in the
same material.

The aggregate plant operation is simulated
through the use of the JKSimMet program.
JKSimMet incorporates mathematical models
of crushers and screens to represent the
processing steps which occur after blasting.
In the crusher models, feed is considered to
undergo a series of breakage and classification

stages as it passes down the crushing
chamber.  The open and closed side settings
control classification in the chamber of the
crusher.  If the rock is larger than the open
side setting (OSS) then it will remain in the
chamber and be broken.  Conversely if the
rock is smaller than the closed side setting
(CSS) it will fall out of the chamber and not
be crushed any further.  For rocks that are in
between the CSS and OSS in size, a
probability function is used to determine if
they will remain or pass out of the crusher.

Screening is modeled using the standard S-
shaped efficiency curve that one normally
encounters for a screening operation.  In the
JKSimMet simulator screening efficiency is
primarily related to the feed rate per unit
width of screen.  The simulator also
incorporates different relationships for rubber
and steel screen decks.  Finally, the model
incorporates a fines factor to describe the
“piggyback” effect of fines adhering to coarse
material.

A typical mine-to-mill optimization effort
includes four steps:  (i) scoping study, (ii)
analysis, (iii) optimization, and (iv)
implementation.  The scoping study consists
of a site visit to review current mining and
processing practices and discover possible
areas for improvement.  The analysis step
involves a detailed survey of all aspects of a
mining operation from blasting to crushing
and screening.  Rock domains are identified
and rock mass characteristics are determined.
Samples are collected around all crushers and
screens under a variety of operating
conditions in order to obtain information for
use in the JKSimBlast and JKSimMet models.
Once all aspects of a mining operation are
analyzed, the data collected from the analysis
step are used in the optimization step in
conjunction with the JKSimBlast and
JKSimMet computer packages to optimize
the mine and plant operating strategies.
Finally, the most promising strategies
identified during optimization are used to
improve total system performance.
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Plant Sampling at Luck Stone’s Bealeton Quarry

Milestones
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Richmond, VA
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Warfordsburg, PA

Contract Support Services
Red Bluff, California

JK Tech
Queensland, Australia

• Assess current mining practices for
sampling needs and procedures to
make recommendations for
improvement.

• Develop site-specific procedures for
the mine-to-mill process for analysis,
and conduct a sampling campaign to
test operating conditions.

• Develop models for blasting, crushing
and screening performance.

• Test blasting and crushing scenarios to
predict the operating conditions that
provide maximum energy efficiency
benefits.

• Implement the most promising
optimization scenarios at each test site.
Make modifications as needed.

Goal:  To develop a mine-to-mill optimization
technology as an effective tool for the
reduction of energy consumption in the U.S.
mining industry, by first examining the
aggregates industry.

Two computer programs, JKSimBlast and
JKSimMet will be used to simulate blasting
operations. These simulations will be used in
conjunction with cost and energy data to
optimize the operations. The most promising
mining alternatives will be implemented onsite
and a detailed sampling campaign will be
conducted, evaluating and quantifying energy
and cost savings.

Virginia Polytechnic Institute and State
University will be the project manager for this
effort, with Contract Support Services/
JKTech providing mine-to-mill expertise, Luck
Stone Corporation as the mining company
providing two test sites for the work, Austin
Powder as an explosives service provider with
expertise in blasting, and Mellott Enterprises,
Inc. as an equipment supplier to the aggregates
industry providing crushing and screening
expertise.


